
Image Sensor 1/3″ 4Megapixel CMOS

Effective Pixels 2560(H)x1440(V)

Min. Illumination Color: 0. 05LUX/F1.8, B/W: 0Lux (IR on)

S/N Ratio >50dB

Backlight Compensation BLC

Wide Dynamic Range Digital WDR

Noise Reduction 3DNR

Gain Control Auto/Manual

Day/Night Auto(ICR) / Color / Black and White

White Balance Auto

Electronic Shutter Speed Auto/Manual 1/50~1/1000

IR distance IR distance 30 Meters(24pcs  LED)

Focal Length f=4.0mm Lens

Max Aperture F=2.0

Focus control Fixed

Angle of View 80 ° @4.0mm

Video Compression H.264 High Profile / JPEG Snapshot

Main Stream: 4MP(2560*1440)/3MP(2048*1536)/1080P(1920*1080)

Sub Stream: 640*360

Video Bitrates 1024Kbps ~ 8192Kbps

Video Frame Rate 30fps@4M

Ethernet RJ-45 (10/100Base-T)

Wi-Fi N/A

Network Protocol TCP/IP, HTTP, HTTPS, uPNP, RTSP, SMTP, NTP, DHCP, DNS, FTP, ONVIF,
URL, P2P

Network Preview Web browser view, including IE, Firefox

Smart Phone Supports iOS and Android System

Compatibility Onvif V2.1

Max. User Access Multi-level users management, 1 Admin + 19 Users

Power Supply DC12V PoE (802.3af) (optional)

Power Consumption 5.8W

Working Environment -10

℃
 ~+55

℃
 (14°F~131°F),10%~90%

Ingress Protection IP66

Dimensions Φ120*77mm

Weight 460g
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Dynacom WQ4PA Alarm Notification 4MP Super HD IP Camera
With a high resolution of 4 megapixels (2560 x 1440), this WQ4PA 4MP
HD IP surveillance camera is able to capture videos in 1440p HD quality. It
is a huge advancement compared to 720p HD or 1080p Full HD. With
WQ4PA HD dome camera, you never miss a single detail of your loved
ones.

Motion Detection
Push notifications to your
mobile device


